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GENERAL NOTES: BACKFILL
1. WIRE FENCING SHALL BE A MINIMUM OF 32" IN WIDTH AND SHALL HAVE A
MINIMUM OF 6 LINE WIRES WITH 12" STAY SPACING.
2. WOVEN FILTER FABRIC BE USED WHERE SILT FENCE IS TO REMAIN FOR A
PERIOD OF MORE THAN 30 DAYS.
3. STEEL POSTS SHALL BE 5'—0" IN HEIGHT AND BE OF THE SELF—FASTENER
ANGLE STEEL TYPE.
4. WIRE FENCING SHALL BE AT LEAST #10 GAGE WITH A MINIMUM OF 6 LINE
WIRES WITH 6" STAY SPACING. MAINTENANCE NOTES:
5. TURN SILT FENCE UP SLOPE AT ENDS. 1. FILTER BARRIERS SHALL BE INSPECTED BY THE FINANCIALLY RESPONSIBLE PARTY OR
HIS AGENT IMMEDIATELY AFTER EACH RAINFALL AND AT LEAST DAILY DURING
6. WIRE AND WASHED STONE IS REQUIRED TO BE SHOWN ON PLANS AT THE TOE PROLONGED RAINFALL. ANY REPAIRS NEEDED SHALL BE MADE IMMEDIATELY.
OF SLOPES GREATER THAN 10 FEET VERTICAL (2:1 SLOPE)
2. SHOULD THE FABRIC DECOMPOSE OR BECOME INEFFECTIVE PRIOR TO THE END OF
7. ORANGE SAFETY FENCE IS REQUIRED AT BACK OF SILT FENCE WHEN GRADING THE EXPECTED USABLE LIFE AND THE BARRIER STILL IS NECESSARY, THE FABRIC
IS ADJACENT TO SWIM BUFFERS, STREAMS OR WETLANDS (REFER TO SWIM SHALL BE REPLACED PROMPTLY.
BUFFER GUIDELINES). THE COLOR ORANGE IS RESERVED FOR VISUAL
IDENTIFICATION OF ENVIRONMENTALLY SENSITIVE AREAS. 3. SEDIMENT DEPOSITS SHOULD BE REMOVED WHEN DEPOSITS REACH HALF THE HEIGHT
OF THE BARRIER. ANY SEDIMENT DEPOSITS REMAINING IN PLACE AFTER THE SILT
8. DRAINAGE AREA CAN NOT BE GREATER THAN 1/4 ACRE PER 100 FT OF FENCE IS REMOVED SHALL BE DRESSED TO CONFORM TO THE EXISTING GRADE,
FENCE. PREPARED AND SEEDED.

9. SLOPE LENGTHS CAN NOT EXCEED CRITERIA SHOWN IN TABLE 6.62A NORTH
CAROLINA EROSION AND SEDIMENT CONTROL PLANNING AND DESIGN MANUAL.

10. DO NOT INSTALL SEDIMENT FENCE ACROSS STREAMS, DITCHES, WATERWAYS OR
OTHER AREAS OF CONCENTRATED FLOW.
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